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BICYCLE PARKING DESIGN STANDARDS 

 

I. PURPOSE 

To provide for the installation of safe, convenient and secure bicycle parking facilities.  

II. DESIGN CRITERIA  

A. Unless otherwise approved by the City Engineer bicycle racks shall be inverted-U 

style bicycle racks with a height of 32 to 36 inches and wide of 18 to 24 inches.  

B. Racks shall be of one piece construction and include a single continuous bend 

with an internal radius of 10 inches. Racks shall be constructed of Scheduled 40, 

nominal size 1-1/2 inch steel pipe conforming to ASTM A53.  

C. Racks shall be fabricated with two 6-inch diameter anchor flanges flush mount 

welded to the base of each leg. Each anchor flange shall be 3/16” in thickness and 

shall have three mounting holes that are 7/16” in diameter and located 1” from the 

outer edge of the flange to allow the rack to affixed to a concrete surface with 

anchor bolts.  

D. Racks shall be hot-dipped galvanized after fabrication and handfiled to remove 

galvanizing flash. Rack coating shall be electrostatically applied polyester (TGIC) 

powder coat paint (6-8mils thickness) or PVC coating (15 mils thickness).  

E. Rails for multi-U racks shall be 4” wide and of sufficient length to allow for 30” 

spacing between inverted-Us.  

III. LAYOUT OF BICYCLE RACKS 

A. Side-by-side rack placement: Racks, which hold two bikes each, must be 30” 

apart from one another, and end racks must have 24” clearance to the sides from 

walls or other objects. In addition to space for bikes, the design shall include aisle 

that allows bikes to independently access the area.  

B. Angle layout (as in car parking stall): If a car parking stall is used for bike 

parking, it must be as close as possible to the store entrance. Bollards or other 

guarding shall be used to protect bikes from cars. 

C. End-to-end (as along a sidewalk or wall): If racks are placed end to-end along a 

wall, an access aisle is needed, and racks should be placed 7.5 feet (90 inches) apart. If 

along a sidewalk, allow at least 5 feet between racks; racks on the sidewalk should be set 

back an additional foot (3 feet total) from the curb, away from car doors. 

 

 






















